
Size Code No. Description - RAS-D2

8/10/15mm 013G601300 Flow selectable angle valve - integral sensor

8/10/15mm 013G601500 Flow selectable  straight valve - integral sensor

Size Code No. Description - RAS-C2

15mm 013G605000 Flow selectable angle valve - integral sensor

8/10mm 013G605500 Flow selectable angle valve - integral sensor

15mm 013G605100 Flow selectable straight valve - integral sensor

8/10mm 013G605600 Flow selectable straight valve - integral sensor

15mm 013G606000
Flow selectable angle valve c/w 10mm elbow 

- integral sensor

or

START

Is this a standard 

domestic type 2-pipe system 

using small or microbore 

copper tube?

Use the standard 

RAS-D2 combined valve 

and sensor pack. 

Max. diff. pressure 0.6 bar

Straight Vertical Angle
Size Code No. Code No.

1/2” 013G338400 013G338300

3/4” 013G338600 013G338500

1” 013G338800 013G338700

Yes

Horizontal 
Angle

Straight Vertical Angle

Size Code No. Code No. Code No.

3/8” (1) 013G014100 013G002200 013G002100

1/2” (2) 013G014900(3) 013G008400(3) 013G002300(4)

3/4” 013G014500 013G002600 013G002500

1” N/A 013G002800 013G002700

Notes:
(1) Compression � ttings for 10, 12mm copper tube available for 3/8� RA-FN valves.
2) Compression � ttings for 10, 12, 15mm copper tube available for 1/2� RA-FN valves.
3) Supplied with 15mm compression � ttings
4) Also available with 15mm compression � tting. Order code 013G0023AA

For full speci� cation please refer to the 
Danfoss Randall Radiator Thermostats sales 

brochure and datasheet.

Tamperproof *

013G292000

013G292200

Commercial *

(low temp.)

013G291400

013G291600

Commercial *

(high temp.)

013G291000

013G291200

013G617600

013G604000

Radiator Thermostat Selection 

and Cross Reference Chart

Is there a requirement 

for tamper-proo� ng?

Is there a requirement 

for a low temperature 

setting range 

(e.g. commercial 

applications?)

RA2000 Sensor Cross Reference Chart
New Models Old Models

RA2910 013G291000 RA2010 013G201000

RA2920 013G292000 RA2020 013G202000

RA2914 013G291400 RA2070 013G207000

RA2912 013G291200 RA2012 013G201200

RA2922 013G292200 RA2022 013G202200

RA2916 013G291600 RA2072 013G207200

* RA2000 sensor code numbers have changed. 

Please refer to cross-reference chart above for new codes.

No

No

Is there a requirement 

for tamper-proo� ng?

Is there a requirement 

for a low temperature 

setting range 

(e.g. commercial 

applications?)

Is there a requirement 

for range locking 

and/or limiting?

Use the standard 

integral (built-in) 

RAS-D2 sensor

RAS-C2 sensor

No

No

No

Yes

Yes

Yes

Yes

Yes

Use an internal 

built-in sensor

Use an remote 

(0-2m capilliary) sensor

Is the radiator thermostat likely 

to be in� uenced by more than 

just room temperature (e.g. local 

heat traps caused by curtains, 

furniture, etc. or rising heat from a 

hot vertical angled valve body)?

No

Yes

Is the radiator 

thermostat 

inaccessible (e.g. 

behind a panel, at  

high level etc.)?

Code No.
Capilliary 

Length

013G506200 2m

013G506500 5m

013G506800 8m

Use a wall 

adjuster 

(remote setting) 

element

Yes
Is the installation a 1-

pipe or 2-pipe system?

Valve 

Body

Sensor 

Element

Order the valve 

body and sensor 

element separately
1-pipe 2-pipe

RA-G Range

What valve pattern is 

required - straight or 

vertical angle?

RA-FN Range RA-N Range

Valves with pre-
setting. Options as 

RA-FN.
What valve pattern is 

required - straight or 

vertical angle?

No


